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Loctite®

RTV 5699™ 
Grey  Silicone 
Gasket 
Maker - High 
Performance
Designed for high 
torque applications. 
Exceeds manufac-
turers' performance 
requirements. 
Remains flexible 
and withstands high 
vibration. Low odor.  
Non-corrosive. 
Outstanding oil resistance. Temperature 
range: -75°F to 625°F intermittent; resists auto 
and shop fluids.
690033 80 ml tube . . . . . . . . . . . . . . . . . . . . $6.99 

Loctite® RTV 
Blue  Silicone 
Gasket Maker 
- Sensor-Safe
Replaces almost any 
cut gasket. Makes 
reliable "formed-
in-place" gaskets 
that resist crack-
ing, shrinking, and 
migrating. Coats 
pre-cut gaskets to 
increase reliability. 
Temperature range: 
-65°F to 500°F inter-
mittent; resists auto 
and shop fluids. Will 
not foul oxygen sensors.
690040 80 ml tube . . . . . . . . . . . . . . . . . . . . $4.99

Loctite® PST® 
592™ Thread 
Sealant – High 
Temperature
Loctite® PST® 592™ 
Thread  Sealant 
locks and seals 
threaded fittings. 
Resists leakage, 
vibration loosening, 
moisture, hydraulic 
fluids,  and diesel 
fuels. Lubricates 
threads for easy 
assembly and disas-
sembly. Won't shred or wear like tape. Parts 
may be repositioned up to 24 hours applica-
tion.  Works up to 400°F.
690048 6 ml tube  . . . . . . . . . . . . . . . . . . . . . $4.99

690049 50 ml tube . . . . . . . . . . . . . . . . . . . $15.99

Loctite® 
Gasket 
Maker 518™ - 
Anaerobic
Non-corrosive 
anaerobic designed 
primarily for use on 
aluminum, iron and 
steel flanged mat-
ing surfaces. Ideal 
for on-the-spot and 
emergency repairs, 
or when a conventional gasket is out-of-stock. 
Fills gaps up to 0.050" and forms a flexible, 
solvent-resistant seal that will not tear or 
decay. Parts disassemble easily even after 
extended service and old gasket material can 
be removed with a putty knife.
690047 6 ml tube  . . . . . . . . . . . . . . . . . . . . . $4.99

Loctite® Copper 
Gasket Adhesive - 
Hi-Temp
Fast-drying, metallic cop-
per sealant  helps dissi-
pate heat, prevents gasket 
burnout and improves 
heat transfer. Seals 
instantly. Fills hot spots 
and surface imperfections. 
Temperature range: -50°F  
to 500°F; resists all types 
of automotive fluids, 
especially gasoline.
690056 9 oz. aerosol can  . . . . . . . . . . $7.49

Loctite®

RTV 598™ Black 
Silicone Gasket 
Maker
- High 
Performance
For dealership war-
ranty requirements, 
ensures extended 
drivetrain warranty 
compliance. Fast-
curing formula. 
Sensor-safe, low odor, 
non-corrosive. Meets 
performance specs 
of OE silicone gaskets. Retains high flexibility, 
oil resistance properties. Temperature range: 
-75°F to 625°F intermittent; resists auto and 
shop fluids and vibration.
690057 80 ml tube . . . . . . . . . . . . . . . . . . . . $6.99

LOCTITE PRODUCTS

Loctite® RTV 5920™ Copper  
Silicone Gasket Maker - 
High Performance
Premium silicone that is sensor-safe, low 
odor, non-corrosive, low volatility, non-
conductive. Superior adhesion and oil 
resistance. Temperature range: -75°F to 
700°F intermittent; resists auto and shop 
fluids and vibration.
690042 80 ml tube . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$6.99

Loctite® RTV Clear 
Silicone Adhesive 
Sealant
General-purpose, clear RTV 
indoor/ outdoor sealant. Seals, 
bonds, repairs, mends and 
secures glass, metal, plastics, 
fabric, vinyl, weatherstripping, 
and vinyl tops. Protects and 
repairs electrical wiring. May be 
applied to horizontal or vertical 
surfaces. Waterproof and flex-
ible. Temperature range: -80°F to 
450°F; resists oil, water, weather, vibration, grease.
690050 80 ml tube . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . $4.99
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*Prices shown are suggested retail prices only.  Actual retail prices are determined by each dealer and may vary. Please see Cautionary Information in back of catalog.
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